DEFENSE

PRISMATIC SCOPE

IMI-Z3350

This Prismatic Scope is a lightweight solution for fast
target acquisition. This rugged and reliable scope
provides

assured accuracy from a 3X fixed magnification reticle,
graduated to 600 meters. It features three reticle modes:
non-illuminated black, illuminated green and illuminated
red, with each illuminated mode offering 5 brightness
settings. Anodized aluminum construction ensures optimal
performance in the most extreme conditions
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FEATURES & TECHNICAL DATA

* 3 reticle modes - non-illuminated black, illuminated
green and red.

* 5 brightness settings for each illuminated mode (green
and red)

* 3X fixed magnification ranging reticle

* Windage & elevation adjustments

* Anti-reflex & multilayer band pass optical coating

M1913/Weaver rail mount

Reticle type

Reflective prism ranging
reticle

Reticle color

Illuminated red, green or
non-illuminated black

Magnification 3X

Eye Relief 5.9” / 82mm
Exit Pupil .4” / 10.6mm
Parallax setting 100 yds

Optical coating

Anti-reflect & multilayer
band pass

Power/0Obj. lens

1.3” / 32mm

Field of view

6 degrees, 10.5m@100m

Adjustment range

2 degrees

Windage/elevation 1/4”@100 yds
Mounting M1913 / Weaver

-5 degrees F to +130
Temp range

degrees F

Water resistance

0.5m for 20 minutes

Length/diameter

5.8” x 1.2” (146mm x 30mm)

Weight

13.9 oz / 390g




